
APPENDIX G
HTRW INFORMATION



 



Aquarena Springs, San Marcos, Texas 
Summary of Available HTRW Information 

July 2, 2001 
 
In 1993, Aquarena Springs retained Geraghty & Miller, Inc. to conduct a Phase I environmental 
site assessment of approximately 90.42 acres of land and improvements at the existing park.  The 
following information characterizing the facilities or previous surveys was obtained from the 
report dated November 1993. 
 
Asbestos 
 
As a part of the site assessment, an asbestos inspection of site buildings was performed.  A state-
licensed asbestos inspector performed a visual inspection.  Those materials that may have been 
hidden, such as behind walls and floor coverings, were not evaluated.  Bulk samples were 
collected of those materials suspected of containing friable asbestos.  Subsequent to the 
inspection, some of the asbestos containing materials were removed from the Inn Annex 
mechanical room and disposed of off-site.  The following table shows the asbestos containing 
materials known to remain at the site. 
 
 Material Sampled Sample Location % Asbestos Est. Amt. 
    Material 
 Transite siding residence (Pepper’s) 25 600 sf 
 Pipe wrap between Inn and Annex 15 mastic (no est) 
 Transite siding locker room (show area) 25 250 sf  
 
Corrugated transite panels also were observed on an interior wall (approximately 70 square feet) 
in a mechanical room located inside the Restaurant on the Lake between the kitchen and dining 
areas. 
 
In Texas, the Texas Department of Health (TDH) and the TNRCC are authorized by the EPA to 
regulate the renovation and demolition of ACMs.  The TDH, the TNRCC and the Railroad 
Commission of Texas regulate the transportation and disposal of ACMs.  ACMs must be 
disposed of in accordance with TNRCC requirements.  The OSHA regulates occupational 
exposure to asbestos resulting from the handling of ACMs. 
 
Lead 
 
The environmental assessment does not detail any testing or inspection for lead based paints.  
However, based on the age of the facilities, we can be fairly certain that such paints were used 
and therefore will need to be disposed of in accordance with current regulations.  We will 
provide the study team with the requirements of those regulations within the next month. 
 
Subsurface Investigation 
 
Feraghty & Miller performed a subsurface investigation, consisting of soil sampling and a soil 
vapor survey.  The purpose of the investigation was to determine whether soils have been 



impacted by past operational practices at the Maintenance Building and the Boat Repair Shop.  A 
remedial action at two spill areas in the vicinity of the Maintenance Building was performed to 
excavate soils contaminated by releases of gasoline spilled from two ASTs and vehicle 
maintenance fluids. 
 
A 500-gallon UST previously located at the golf course pro shop was removed in July 1993.  
Because the tank leaked, three monitoring were installed.  Sampling of the wells was conducted 
on January 12, 2000. 
 
Conclusions and Recommendations 
 
Based on available information, demolition of the existing buildings at Aquarena Springs will 
not be substantially effected by the presence of HTRW materials.  However, due to the age of the 
only available report, we need to verify that that it addressed all of the facilities currently being 
considered for demolition, and that the conditions presented therein have not changed.  Further, 
we need to ascertain the presence, and the approximate quantity, of material that is contaminated 
with lead-based paints.  The cost of disposing of such material can then be more accurately 
estimated and the total project cost can be computed. 

































 




